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QUESTION 1
1.1 1.1.1 8421
Fi6 = M1 - Fis= 1111, v
421 | 421
10s= | 001|000 | . 10,= 1000, v
1 0 0 0
x 1 1 1 1
1 0 0 0
1 0 0 0 v
0 0 O
1 0 0 O
1 1 1 0 0 0 v
(4)
1.1.2 8421 | 8421
5116 = | 0101 | 0001 ~. 5116 = 1010001, v/

9= |1 |0 |0 |1 | .9,=1001,v
1. 0 0 1 Vv
1 0 0 1]/1 0 1 0 0 0 1
1. 0 0 1 ¥ ¥ Vv Vv
o 0o 0 1 0 Vv V¥
0O 0 0 00 0 VvV
0O 0 1 0 0 1
1 0 0 1
0 0 0 0O (5)
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1.2 7 1
Ms= | 111001 - 715= 111001, v
2's complement of 111001 is equal to 000110 + 1 = 000111v
0 * 1 0 1 0 1 1
1 * 0O 00 1 1 1
1 * 1 1 0 0 1 1 V
=~ two's complement of 1* 110011 is equal to - 001101 = - 131¢v
1.3 1.3.1 Adder v v/

1.3.2 Half-adder v/

1.3.3 Sum v

1.3.4

A | Sum
v H/A v
v
B~ | Cout
QUESTION 2
2.1 211 The purpose of a parity bit is to check the errorv'and to protect the
integrity of data being transmitted.v’

2.1.2 The parity bit is added to a group of bits that are moved
together.v' Before the bits are sent, they are counted and if the
total number of data bits is even,v’ the parity bit is set to one so
that the total number of bits transmitted will form an odd number.v’
If the total number of data bits is already an odd number, the parity
bit remains or is set to zero.v’

2.2 A word is the largest string of bits that a computer can handle in one

operation,v” while word length is the number of bits in a word.v’
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2.3 2.3.1 11011 Gray to decimal

1 1 1 0

1 0
A A A oA
IS L S A
1 0 0 1 0

0O Vv
1001002 = 32 + 4 = 3610 v (3)
2.3.2 1100 1010 0111
J J J
12 10 7
v v 4v (3)

2.4 N-0110 1110v
u—01110101v
m—-0110 1101v
b—-0110 0010v
e—-01100101v

r—0111 0010v (6)
[20]
QUESTION 3
3.1 3.1.1 FIGURE 2(a) FIGURE 2(b)
AV Bv | XV AV Bv Yv
0 0 0 0 0 1
0 1 0 0 1 1
1 0 0 1 0 1
1 1 1 1 1 0 (6)
3.1.2 Output Y is the inverse of output X v'v/ (2)

3.1.3 Figure 2(a) is an AND gate v
Figure 2(b) is a NAND gate v (2)
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Vs v
v
v R1 R2
Output
A B Ve
v v
3.3
A NI
v
— v
% z
< >
3.4 3.4.1 SSI — Small-scale integration
3.4.2 ECL — Emitter-coupled logic
(2x1)
QUESTION 4
4.1
v
N v
— P Q
Clock oO—e
& —
K D Q
v ’_ v

When J = K = 0 there will be no change in output Q.v" When J = K = 1 output
Q will toggle meaning changing from one stage to another.v" WhenJ=1,K =

0 then

output Q will be logic 1v" and when J = 0 and K = 1 then output Q will

be logic 0.V
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4.2

Clock

4 GB =4096 MB v'v

4.3

Main

4.4

e Semiconductor v’
e Magnetic core v’

Auxiliary

e Magnetic drum v’
e Flash disk v/

e Hard-drive v
e CDROM YV

(6)

[20]

QUESTION 5

OO0O0Om<Lm

—NM Y0 Q
Ll ol i ol S

0 W WLW W LW

5.1

(6)

(6x1)
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52
Clock r
v
o IR -
w | : L,
o | L
R
: | | | | : : (4)
53
Parallel Output ¥
/\
an N
Qs Qs Q2 Q1
v >
v v v
Lgflt‘tgﬁitft‘ Q D T Q D 1 Q D alk D
— <o — <o — <o — <o
. )\ )\ Clock v
21 21 21 21
v & & & & & & & & v
I [
;‘ig‘.ﬁ —J - L_—Lelgp"sul'tlift
v
C{ 1 | Left /Right
Control
(10)
[20]

TOTAL: 100

Copyright reserved



